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Hobbs/Tach
Engine/System/Gal Rem
Lights
     (Nav/Rot/Strobe/Pulse)


Shelton
Text Box
Fluids:
   Sump Drains - 13
   Dip Tanks
   Oil Dip
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"Balanced Field Length" 
   take off to 50' +
   land from 50'
ORM
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Passenger Brief
     seat belts & shoulder harness
     personal electronic devices
     air vents/heat/comfort
     fire extinguisher location/operation
     emergency procedures/exits

Mission Brief
     mission objective
     destination, wx, route, alternate, ETE
     NOTAMS
     crew coordination & CRM
     STERILE COCKPIT PROCEDURES
     cockpit layout
     intercom & radio usage
     seats/ seatbelts/ doors
     emergency action & equipment
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Seat Adjusted/
   cranked to pilot's height
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12A Headsets On
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23. Lean - 1200 RPM to highest RPM
24. Mission Master - ON
25. GPS - verity database & accept
26. Frequencies - SET
27. ATIS/ASOS - copy
28. Engine/System/Fuel - verify total
29. Field Diagram or Safe Taxi - in view
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New Century Ground
CAPFLIGHT 1497
Taxi from the North T hangars
with the 1 minute Wx
VFR to the SW
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PULSE or Landing Lt - ON
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34. Takeoff Brief
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Takeoff / Climbout Sequence

Heading Bug - press to center aligned on r/w
Go Around - activate (if desired)
Power - Engine Instruments/Airspeed Alive
Rotate - at tape mark
70 KIAS - Flaps Up
90 KIAS - Power 23" / Fuel Top of Green
Autopilot - stabilize ROC, Trim, Heading Bug centered
                  > 800'
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10. Landing Weight - Calculate
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3. Lean



N997CP / CPF1497 Protocol 
 
Scheduling thru a/c manager, LtCol John Shelton, 816.392.1444 (24/7 voice/text). Please 
advise when back in hangar after usage. 
 
Hangar E14, NEC of IXD airport; hangar access thru Advanced Aviation, a/c key is 
stored in black a/c notebook on planning table under left wing. 
 
Fuel dip stick behind pilot’s seat. Each pilot dips tanks as part of preflight and enters fuel 
load into Engine>System>. An “annotated check list”, adding the items normally found 
on a CAP checklist, is in the aircraft or at http://kcscouts.home.att.net/997_090724.pdf. 
 
On initial call to ground, state location as “North T” 
 
After flight, dip tanks and tell Advanced Aviation (913.768.1500) driver how many 
gallons to put on each side to bring back to 50 gal ramp load. Get the fuel invoice in AA 
office for inclusion with 108. Annotate receipt with mission code, mission number, PIC 
name, hobbs time, and if member paid. (Alternative is to use self service pump at 
Advanced Aviation. CAP receives self-serve price in any event.)  Use of gas card in book 
is by Wing permission. 
 
A/C is pushed back into hangar using vertical stabilizer sight line on back hangar wall for 
proper alignment. Check position of main mount stops against orange calibration spots 
before pushing in since clearance behind horizontal stabilizer is minimal. 
 
Cleaning supplies for a/c are on table behind right wing. Use Zepp (only!) + paper towel 
(only!) for glass, soap sprayers and bug sponges for painted surfaces (wings, struts, cowl, 
horizontal stabilizer). (We always clean the bugs off the a/c.) 
 
CAPF 108 is to be sent to KSWG (Attn: June), 3024 Arnold Av, Salina KS 67401. 
Enclose annotated fuel receipts. 108 is due five days after completion of event. (Note: 
KSWG does not bill for flights.) If flight is AF funded, leave a/c dry rate blank. If 
member funded, the rate is $41/hr. Note on the 108 any portion paid by member. 
 
Report squawks to … 
 
v1.1,  7/24/09 
 
 
 
 
 
 
 

http://kcscouts.home.att.net/997_090724.pdf
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